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MAKITA 3.6V 1.5AH LI-ION SCREWDRIVER, DFO01DW 09204200C

SKU / Model: DFO01DW

Product overview

MAKITA 3.6V 1.5AH LI-ION SCREWDRIVER Convenient in a narrow space Operates in straight or
pistol grip positions for comfortable operation Delivers 6.0 Nem (53 in.Ibs.) of max torque

in a compact design Work amount is about 1.4 times as large as 6723DW Built-in LED job light
with independent on/of switch On/off switch with forward and reverse modes Compact and
lightweight for reduced operator fatigue Soft grip handle provides increased comfort on the

job Powered by a built-in rechargeable battery Includes Micro USB type AC adapter Battery
protection circuit protects against over-discharging and over-heating Includes 81-piece bit

set (country-specific) SPECIFICATIONS Fastening Capacities : Wood Screw: 3.8 x 32 mm
(1/8-- x 1-1/4--) No Load Speed (RPM) : 220 Max Fastening Torque : Hard / Soft: 4.0/ 3.0

Nem (35 /27 in.Ibs.) Max lock torque : 6.0 Nem (53 in.Ibs.) Vibration Level :

Screwdriving w/o Impact: 2.5 m/st or less Vibration K Factor : Screwdriving w/o Impact: 1.5
m/st Sound Pressure Level : 70 dB(A) or less Sound Power Level : N/A dB(A)

Important notice

This information may include Al-assisted content and is provided for reference only.
Specifications, images and availability may change without notice. All trademarks, logos and
product information belong to their respective owners. Bizgram does not accept liability for
inaccuracies or decisions based solely on this document. Confirm final specifications,
compatibility, price, stock and lead time with Bizgram before purchase.
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